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TECHNICAL DATA SHEET 

 
PRODUCT SPECIFICATIONS 
 

 

TYPE 
 

 

Limestone Composite 
Core 
 

 

Dimensions 
 

Timber Designs:  
1593 x 177 x 8 mm 
 
Tile and Marble Designs: 
900 x 300 x 8 mm 
 

*Some Designs may vary 
 
Board Construction 

 
Solid 8mm Core + 
0.55m Resistance 
Layer 
 

 
Planks per 
Pack 

 
5  

 
Installation 
Method 
 

 
Floating & Glued Down 
 

 
Pack Weight 

 
23kg 

 
Underlay 
 

 
1.5mm EVA Underlay 

 
m2 per Pack 

 
Timber Designs: 1.41m2 

Tile Designs: 1.35m2 
 

*Some Designs may vary 
 
TEST DATA  
 
Third-Party Testing Authorities have performed extensive testing of our product in different 
environments and test condition to ensure that StoneFloor meets all Building Standards and 
Requirements. 
 
Acoustic Test 5 Star AAAC Rating Water 

Absorption 
Test 
 

0.01% 

Asbestos Test 
 

Negative 
 
 

Three Cycle 
Soak Test 

Pass: No Delamination  

Fire Test Critical Heat Flux: 11.1kW/m2 
 

Scratch 
Resistance 
 

Heavy Commercial 
AC4 Grade 

Formaldehyde 
Test 
 

No Disclosed Formaldehyde 
(E0) 
 

Dimensional 
Stability 
 

0% Expansion / Contraction 
 

Slip 
Resistance 
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QUALITY ASSURANCE 
 
Flooring Warranty 
 

30 Year Residential Warranty  
 
10 Year Commercial Warranty 
 

 


